
Mobil Delvac 1™ ESP 5W-40 helps Wilcox & 
Flegel extend oil drain intervals*

Estimated annual savings of 

Customer testimonial

US $17.5K 

Objective
Reduce oil consumption by extending oil drain intervals

• Wilcox & Flegel 

• Longview, Washington, United States 

Situation
Wilcox & Flegel operates 25 transport vehicles within its 
87-truck fleet across Oregon, Washington and Idaho. The 
vehicles had an average age of 7 years that run 120,000 
miles per year and haul as much as 105,500lbs. Using a 
competitive 15W-40 diesel engine oil, the transport vehicles 
required oil drain intervals every 20,000 miles. In an effort to 
extend oil drain intervals, the company approached 
ExxonMobil to identify a lubricant solution capable of 
providing enhanced engine protection.   

Solution
ExxonMobil engineers recommended that Wilcox & Flegel 
switch to Mobil Delvac 1TM ESP 5W-40 high-performance 
diesel engine oil. Formulated with anti-wear properties, 
Mobil Delvac 1 ESP 5W-40 diesel engine oil is engineered 
to provide exceptional wear protection and ultimately deliver 
long engine life. ExxonMobil engineers also recommended 
that the company implement routine                                         
Mobil ServSM Lubricant Analysis to monitor the oil 
condition. 

Results
After switching to Mobil Delvac 1 ESP 5W-40 diesel 
engine oil for three years, Mobil Serv Lubricant Analysis 
confirmed that Wilcox & Flegel could safely extend their oil 
drain intervals to 90,000 miles without oil deteriorating. As 
a result, the company reports experiencing reduced total 
oil consumption by 12,000 gallons.

*This Proof of Performance is based on the experience of a single customer. Actual results can vary depending upon the type of equipment used and its maintenance, operating conditions and environment, and any 
prior lubricant used.

Visit mobildelvac.com to learn how certain Mobil-branded lubricants may provide benefits to help reduce environmental impact. Actual benefits will depend upon product selected, operating conditions and 
application.

Copyright © 2018 Exxon Mobil Corporation. Mobil, Mobil Delvac, and Delvac 1 are trademarks or registered trademarks of Exxon Mobil Corporation or one of its subsidiaries unless otherwise noted. For the 
purposes of this document, ExxonMobil shall include Exxon Mobil Corporation and its affiliates.

For more information on Mobil Delvac 1 and Mobil Delvac lubricants or to directly contact your nearest 
ExxonMobil Distributor, visit mobildelvac.com

Advancing 
ProductivityTM


